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THIN-LINE LED PIGTAILS
Factory-molded plugs for use with ULTRA-BLUE-SEAL® trailer wiring system   
•  Uses patented double-seal protection  •  Grease grooves for additional 
sealing protection  •  Slim-Line .180 male bullets

66930	 5" Long, Chassis Ground System
66931	 6" Long, Ground Return

VMRS Code: 034-004-042

SEALED MARKER LAMP PIGTAILS
Factory-molded plugs for use with ULTRA-BLUE-SEAL® trailer wiring system  
•  Double seal resists corrosion  •  Fits 2" and 2 1/2" round and beehive-
style LED and incandescent lamps  •  Slim-Line .180 male bullets

DOUBLE SEAL:

67001	 6" Long, Ring Terminal Ground, Blunt Cut Wire
66850	 6" Long, Chassis Ground
66851	 6" Long, Ground Return

SINGLE SEAL:

66801	 6" Long, Ground Return
67050	 6" Long, Ring Terminal Ground, Blunt Cut Wire
67050-5	 6" Long, Ring Terminal Ground, Blunt Cut Wire	
66840	 6" Long, Chassis Ground, Standard .180 Male
66800	 6" Long, Chassis Ground, Slim-Line .180 Male

VMRS Code: 034-004-042

CLEARANCE / MARKER PIGTAILS
Factory-molded plugs for use with ULTRA-BLUE-SEAL® trailer wiring system  
•  Fits 4674 series clearance / marker lamps, and 4709 and 6029 / 6030 
license and utility lamps  •  Pigtail designed to be integral part of mounting 
bracket (43780)

66980	 6" Long, Chassis Ground, Slim-Line .180 Male
66981	� 6" Long, Universal Replacement, Blunt Cut, Ring  

Terminal Grommet
66982	 8" Long, Ground Return

VMRS Code: 034-004-042
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